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DRAWING TO B.S. 308:PARTS 1,2 AND 3.

WELDING TERMS AND SYMBOLS TO B.S. 499:PART 2.
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OPTIONS:

1.  INLET SPIGOT WITH SLIDE DOWN FILTER (NOT SHOWN).

2.  CONDENSATE PUMP (NOT SHOWN).

3.  ELECTRIC HEATING ELEMENTS (NOT SHOWN).

DO NOT SCALE IF IN DOUBT - ASK COPYRIGHT RESERVED ET ENVIRONMENTAL LTD.C

NOTES:

1. ACOUSTIC LINED UNIT AS STANDARD.

2. LEFT HAND UNIT AS DRAWN,
   RIGHT HAND OPPOSITE HAND,
   (HEATING AND COOLING VALVES REVERSED
   SEE SCRAP VIEW BELOW).

4. GENERAL TOLERANCE ON OVERALL 
   DIMENSIONS +/- 4mm.

3. BY LOOSENING ONE THUMBSCREW THE FILTER 
   CAN BE REMOVED STRAIGHT OFF THE END OF 
   THE UNIT, ALTERNATIVELY, THE FILTER CAN 
   DROP DOWN AND SLIDE OUT.

4. FRESH AIR SPIGOT.

5. ANTI-VIBRATION MOUNTS.

5. FIXINGS (BY OTHERS) TO INCLUDE LARGE 
   WASHERS. ALTERNATIVELY ANTI-VIBRATION 
   MOUNTS CAN BE SUPPLIED BY ET ENVIRONMENTAL 
   LTD,(WASHERS SUPPLIED).
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COOLING CONNECTIONS SIZE 06,09,12,13: 15mm.

COIL VENTS.
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THUMBSCREWS FOR FILTER REMOVAL.
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ITEM

DISCHARGE SPIGOTS 197 TYP. OR 247 TYP.1

DISCHARGE PLENUM.

3 UNIT REAR PANEL.

COIL DRAINS.

DESCRIPTION

2

11

CONDENSATE DRIP TRAY.

12

CONDENSATE DRAIN 22mm.

13

UNIT FIXING HOLE 19.0 TYP.14

15

FILTER (SEE NOTE 3).

FAN ACCESS COVER.

7

CONTROL BOX C/W FAN ON/OFF SPEED AND 
TRIM CONTROLS, (NOT REQUIRED ON EC UNITS)

TAB FOR FILTER REMOVAL (SEE NOTE 3).

HEATING CONNECTIONS 15mm.

VIEW ON UNDERSIDE OF LEFT HAND UNIT.
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SCRAP VIEW 
SHOWING RIGHT HAND 
CONNECTIONS.
(VALVES REVERSED).
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COOLING CONNECTIONS SIZE 18: 22mm.

DISCHARGE OPTIONS.
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COOLING CONNECTIONS SIZE 15: 15mm OR 22mm,
(DEPENDING UPON SELECTION).
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